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About us.

‘The Brick House’ is an ISO S001:2015 Certified Company, working in world
class Clay Bricks, Cladding tiles, Clay Flooring, Clay Roofing Tiles & Clay Hollow Blocks for
exposed brickwork. Over a decade, we have built a reputation for delivering high-quality,
durable, and aesthetically appealing clay bricks and other clay products that stand the taste
of time. Our Bricks need no plaster or color & can be kept open exposed to the environment,
giving your project an eye-catching aesthetics. We have products made from both Press &
Extrusion.

To cater the creativity of an architects or designers, we come up with clay
molded products which can be crafted in various shapes, sizes, colors & textures. We
guarantee the best quality clay products across India & abroad. Each & every product
offered by ‘The Brick House’ is made on a highly advanced machinery with the high grade
processed clay & are baked in most advanced kilns. Least water absorptive & high
compressive & abrasive strength with no or negligible efflorescence are the main
characteristics of all our products, which comes with removing impurities from clay to an
extent, the preparation methodology, sufficient aging of raw material, finest machines to
sizing & shaping, drying under controlled environment, firing with multiple fuels on
monitored temperature on advanced tunnel kilns, skilled team of men & sturdy packaging
on pallets/boxes. Thus giving you first choice product meeting your requirement for all
kinds of exposed brickwork.

Our Exposed Bricks are intentionally left uncovered by plaster or paint
(they can be painted if required), and are used as decorative elements to provide structural
support. They can be used in both internal & external spaces, and can complement a variety
of architectural designs. They are durable to withstand weathering & thus gives a vintage
feel to structure. Each piece of our Exposed Brick is unique as it leaves a unique distinctive
imprint & appearance while baking in furnace. Products of ‘The Brick House’ offers Great
thermal insulation, easy installation & low maintenance, Resistance to weather & Fire,
Design Flexibility, long life, are Fungus, Asbestos & Termite free which saves time & cost.
Our products have undergone a laboratory tests to assure the finest quality of goods

delivering to their clients.
think brick

think - The Brick House!
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From the Desk of MD.
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Since 4000 BC, Fired, Bricks are one of the longest basting and,
wefing and, ether efements in massrvuy constuuction. They can Be joined using mertar,
adfesives o By interkocking. With the Revolution in Technology, Bricks are getting
are produced, in 8ull quantities. Fired, Bricks are Baked, in a Riln which makes them
dwrale, Betten than the pressed, & cuned, Bricks.
as well. The introduction of such Reles veduces the velume of clay needed; and, Rence
the cost. The transition from the traditional method of preduction te a mechanised
shapes & appllication of, Bricks te the werld.

Ttey arne bour maintenance & versatile Building efement. Sos as we;
THE BRICK HQUSE, whe Rave developed, swwselues to present 100+ types of
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WIRECUT BRICKS

Size (mm) : 225 x 100 x 75

Weight (Kg) : 2.3 Approx.
Compressive Strength (N/mm2) : >7
Water Absorption (%) : <10
Effloroscence : Negligible.

Color : Terracotta Mix.
Packing Givven : None.

Wirecut Extruded Multi - Hole Exposed Clay Brick

Wirecut Extruded Bricks are made by
forcing stiff clay through a mold to create a uniform
column & further this column is passed against steel
wires to create a uniform size & shape. Extruded
Bricks tend to be more regular in size & texture than
sand molded or handmade bricks. They are very
good in strength, durability & insulation properties.
They may have perforations (holes) or may not
(solid). The introduction of such holes reduces the
volume of clay needed, hence the cost. Hollow bricks
are lighter & easier to handle. These holes allow
mortar to lock the bricks together when they are
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WIRECUT BRICKS

Size (mm) : 235 x 110 x 65
Weight (Kg) : 2.3 Approx.
Compressive Strength (N/mm2) : >25
Water Absorption (%) : <11
Efflorescence : None.
Color : Terracotta
Packing Given : None.

Wirecut Extruded 14 - Hole Exposed Clay Brick

White Chocolate Beige

s

Wirecut Extruded 3 - Hole Exposed Clay Brick
(Tunnel Firing)

Size (mm) : 225 x 105 x 70

Weight (Kg) : 2.8 Approx.
Compressive Strength (N/mm2) : >25
Water Absorption (%) : <10
Efflorescence : Slight.

Color : Red

Packing Given : None.

We pack the
material with high
care & safety.




WIRECUT BRICKS

Size (mm) : 225 x 110 x 70

Weight (Kg) : 2.2 Approx.
Compressive Strength (N/mm2) : >8
Water Absorption (%) : <10
Efflorescence : None.

Color : Terracotta

Packing Given : None.

Wirecut Extruded 5 - Hole Exposed Clay Brick

Size (mm) : 245 x 115 x 70

Weight (Kg) : 2.9 Approx.
Compressive Strength (N/mm2) : >30
Water Absorption (%) : <10
Efflorescence : Slight.

Color : Terracotta.

Packing Given : None.

Wirecut Extruded 8 - Hole Exposed Clay Brick

Size (mm) : 228 x 110 x 70

Weight (Kg) : 2.4 Approx.
Compressive Strength (N/mm2) : >25
Water Absorption (%) : <11
Efflorescence : Negligible.

Color : Terracotta Red

Packing Given : None.

Wirecut Extruded 8 - Square Hole Exposed Clay Brick
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WIRECUT BRICKS

Size (mm) : 228 x 108 x 72

Weight (Kg) : 2.7 Approx.
Compressive Strength (N/mm2) : >25
Water Absorption (%) : <8
Efflorescence : Little

Color : Red.
Packing Given : None.

Wirecut Extruded 3 - Hole Exposed Clay Brick

Size (mm) : 225 x 115 x 75

Weight (Kg) : 2.5 Approx.
Compressive Strength (N/mm2) : >12
Water Absorption (%) : <10
Efflorescence : Slight.

Color : Terracotta.

Packing Given : None.

Wirecut Extruded 6 - Hole Exposed Clay Brick

Size (mm) : 210 x 100 x 72

Weight (Kg) : 2.8 Approx.
Compressive Strength (N/mm2) : >20
Water Absorption (%) : <10
Efflorescence : Negligible.

Color : Red.

Packing Given : None.

Wirecut Extruded 8 - Hole Exposed Clay Brick




WIRECUT BRICKS

Size (mm) : 240 x 115 x 65

Weight (Kg) : 3.2 Approx.
Compressive Strength (N/mm2) : >35
Water Absorption (%) : <10
Efflorescence : None.

Color : Light Red.

Packing Given : None.

Wirecut Extruded 3 - Hole Exposed Clay Brick

Size (mm) : 300 x 100 x 50

Weight (Kg) : 2.0 Approx.
Compressive Strength (N/mm2) : >7
Water Absorption (%) : <11
Efflorescence : Little.

Color : Red.

Packing Given : None.

Wirecut Extruded 7 - Hole Exposed Clay Brick

Size (mm) : 220 x 100 x 75

Weight (Kg) : 2.5 Approx.
Compressive Strength (N/mm2) : >7
Water Absorption (%) : <12
Efflorescence : Slight.

Color: Red.

Packing Given : None.

Wirecut Extruded 10 - Hole Exposed Clay Brick
Wood Fired
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WIRECUT BRICKS

Size (mm) : 275 x 95 x 50

Weight (Kg) : 2.2 Approx.
Compressive Strength (N/mm2) : >8
Water Absorption (%) : <9
Efflorescence : Slight.

Color : Maroon.

Packing Given : Corrugated.

Wirecut Extruded 2 - Hole Exposed Clay Brick

Size (mm) : 215 x 105 x 70

Weight (Kg) : 2.0 Approx.
Compressive Strength (N/mm2) : >10
Water Absorption (%) : <12
Efflorescence : Negligible.

Color : Terracotta.

Packing Given : Strip.

Wirecut Extruded 2 - Hole Exposed Clay Brick

-q"-

Size (mm) : 225 x 105 x 80

Weight (Kg) : 2.3 Approx.
Compressive Strength (N/mm2) : >8
Water Absorption (%) : <12
Efflorescence : Negligible.

Color : Terracotta.

Packing Given : Strip.




WIRECUT BRICKS

Size (mm) : 220 x 105 x 75

Weight (Kg) : 2.5 Approx.
Compressive Strength (N/mm2) : >10
Water Absorption (%) : <14
Efflorescence : Slight.

Color : Maroon Red

Packing Given : None.

Wirecut Extruded 6 - Hole Exposed Clay Brick

Size (mm) : 230 x 115 x 75

Weight (Kg) : 3.3 Approx.
Compressive Strength (N/mm2) : >15
Water Absorption (%) : <12
Efflorescence : Slight.

Color : Red.

Packing Given : None.

Wirecut Extruded Solid Exposed Clay Brick

Size (mm) : 225 x 105 x 70

Weight (Kg) : 3.3 Approx.
Compressive Strength (N/mm2) : >20
Water Absorption (%) : <12
Efflorescence : Negligible.

Color : Terracotta.

Packing Given : None.

Wirecut Extruded Solid Exposed Clay Brick (Tunnel Firing)




WIRECUT BRICKS
6" BRICK

Size (mm) : 235 x 140 x 110

Weight (Kg) : 4.6 Approx.
Compressive Strength (N/mm2) : >35
Water Absorption (%) : <10
Efflorescence : Negligible.

Color : Red.

Packing Given : None.

Wirecut Extruded Vertical Multi - Hole Exposed Clay Brick

Size (mm) : 230 x 140 x 110

Weight (Kg) : 4.6 Approx.
Compressive Strength (N/mm2) : >24
Water Absorption (%) : <11
Efflorescence : Negligible.

Color : Red.

Packing Given : None.

Wirecut Extruded Vertical 8 - Hole Exposed Clay Brick

Size (mm) : 220 x 150 x 75

Weight (Kg) : 3.6 Approx.
Compressive Strength (N/mm2) : >15
Water Absorption (%) : <14
Efflorescence : Slight.

Color : Red.

Packing Given : None.

Wirecut Extruded 8 - Hole Exposed Clay Brick

Bricks under Norm
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Why Choose Us?

50+ Varieties of Bricks & 100+ Our products need no repeated Our Bricks are fired from LPG Gas & DOC, Our bricks & tiles need no

Other Clay Products to Choose maintenance. hence clean & forever lastings colors are plaster & color.
produced on products.
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Our products gives high compressive & Our Bricks gives good sound Our products do not produce fungus, Our Bricks have Great thermal
abrasive strength & will lasts for insulation algae or excess Effloroscence. insulation & do not seepage water.

decades & decades.
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Our products are precise in dimensions
& accurate in shapes.

We are Growing
EVERYDAY




Types of Bond
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Architectural Design Services & skilled Mason & Labor.*

Flemish Bond

We also cater

English Bond




PRESS BRICKS

Size (mm) : 225 x 100 x 62

Weight (Kg) : 2.6 Approx.
Compressive Strength (N/mm2) : >41
Water Absorption (%) : <12
Efflorescence : Slight.

Color : Terracotta Mix.

Packing Given : Plastic Sheet.

Hydraulic Press make Solid Clay Brick

As the name suggests, Press bricks are made from
a hydraulic press, inserting dough of clay in a die
placed under a ram. These bricks are more denser &
heavy as compared to wire cut bricks, because of
mechanical pressure. Press bricks are manufactured to

be used as facing, to give pleasant & aesthetic look on fﬁl@%_
the exterior of the wall. They carry a very clean and __%L m T

even appearance. High Compressive strength and low =l 3y
water absorption are two of the major qualities of these
bricks.

These are best suited for Arches,
pillars & dome as well. They never
contribute to fire & have improved
thermal insulation. Press bricks require
zero maintenance and any other Rind of
expenses. Additionally, it also prevents
from rotting, warping, denting, fading,
rusting, peeling or termites & are good

energy efficient.




PRESS BRICKS

Size (mm) : 230 x 115 x 70

Weight (Kg) : 3 Approx.
Compressive Strength (N/mm2) : >15
Water Absorption (%) : <14
Efflorescence : Little.

Color : Red.

Packing Given : Plastic Sheet.

Hydraulic Press make Solid Clay Brick

Size (mm) : 230 x 110 x 75

Weight (Kg) : 4 Approx.
Compressive Strength (N/mm2) : >35
Water Absorption (%) : <12
Efflorescence : Little.

Color : Maroon.

Packing Given : None.

Hydraulic Press make Solid Clay Brick

Shrinkage may lead to change in dimensions, shape or weight.
Physical & Chemical parameters may change with lots.

Color variations may appear, treat all images for reference purpose.
Stock subjected to availability.

Kindly ask for your preferred packing, if needed.
Final terms will be dealt as per quotation.

Above points valid for this complete catalog book.




PRESS BRICKS

Size (mm) : 225 x 108 x 65

Weight (Kg) : 1.9 Approx.
Compressive Strength (N/mm2) : >7
Water Absorption (%) : <14
Efflorescence : Slight.

Color : Terracotta.

Packing Given : Corrugated Paper.

Hydraulic Press make 3 Hole Clay Brick

Size (mm) : 230 x 110 x 75

Weight (Kg) : 3.6 Approx.
Compressive Strength (N/mm2) : >45
Water Absorption (%) : <12
Efflorescence : None.

Color : Sandy.

Packing Given : None.

Hydraulic Press make Solid Clay Brick

Size (mm) : 228 x 110 x 62

Weight (Kg) : 2.8 Approx.
Compressive Strength (N/mm2) : >15
Water Absorption (%) : <12
Efflorescence : Slight.

Color : Mix Red.

Packing Given : Plastic Cover.

Hydraulic Press make 3 Hole Clay Brick (DOC Firing)




PRESS BRICKS

Size (mm) : 228 x 110 x 62

Weight (Kg) : 2.8 Approx.
Compressive Strength (N/mm2) : >15
Water Absorption (%) : <12
Efflorescence : Slight.

Color : Mix Red.

Packing Given : Plastic Cover.

Hydraulic Press make 10 Hole Clay Brick

Size (mm) : 230 x 110 x 75

Weight (Kg) : 2.5 Approx.
Compressive Strength (N/mm2) : >12
Water Absorption (%) : <12
Efflorescence : Slight.

Color : Light Red.

Packing Given : Corrugated Box.

Hydraulic Press make 8 Hole Clay Brick

Size (mm) : 235 x 110 x 68

Weight (Kg) : 3.2 Approx.
Compressive Strength (N/mm2) : >20
Water Absorption (%) : <14
Efflorescence : Slight.

Color : Chocolate.

Packing Given : Corrugated Box.

Hydraulic Press make 8 (Conical Non-through) Hole Clay Brick




RUSTIC BRICKS

Size (mm) : 215 x 102 x 65

Weight (Kg) : 2.5 Approx.
Compressive Strength (N/mm2) : >25
Water Absorption (%) : <13
Efflorescence : Slight.

Color : Light Red.
Packing Given : Wooden Palette. °

Rustic Brick - Like a handmade.

Rustic Clay Bricks have their unique textures, wavy edges, and rough surface
finish, and are often used in construction for their strength, durability, and aesthetic
appeal. They are fired in a Riln or oven at high temperatures to harden and strengthen
them. This process also gives them their characteristics reddish - brown color & makes
them chemically stable & inert.

Rustic Bricks can be used in various
applications such as Structural walls,
exterior and interior walls, Load Bearing
and RCC constructions, Chimneys and
fireplaces, Porches and terraces, Out door
steps, brick walks and paved floors, etc.
Bricks can be joined wusing wmortar,
adhesives or by interlocking. Low
maintenance, energy efficient, durable,
affordable & highly attractive textures
are some of the key advantages of Rustic
clay bricks. The color offered by clay
bricks is influenced by the chemical and
mineral content of the raw materials, the
firing temperature, and the atmosphere
in the Riln.




RUSTIC BRICKS

Size (mm) : 215 x 102 x 65

Weight (Kg) : 2.5 Approx.
Compressive Strength (N/mmz2) : >25
Water Absorption (%) : <13
Efflorescence : Slight.

Color : Dark Red.

Packing Given : Wooden Palette.

:

Rustic Brick - Like a handmade.

Size (mm) : 230 x 108 x 68

Weight (Kg) : 2.8 Approx.
Compressive Strength (N/mm2) : >25
Water Absorption (%) : <13
Efflorescence : Slight.

Color : Cream Yellow.

Packing Given : Wooden Pallete.

Rustic Brick - Like a handmade.

Size (mm) : 215 x 102 x 65

Weight (Kg) : 2.5 Approx.
Compressive Strength (N/mm2) : >25
Water Absorption (%) : <13
Efflorescence : Slight.

Color : Red & Black.

Packing Given : Wooden Pallete.

Rustic Brick - Like a handmade.




RUSTIC BRICKS

Size (mm) : 215 x 102 x 65

Weight (Kg) : 2.5 Approx.
Compressive Strength (N/mm2) : >25
Water Absorption (%) : <13
Efflorescence : Slight.

Color : Dark Weathered.
Packing Given : Wooden Pallete. °

Rustic Brick - Like a handmade.

Size (mm) : 215 x 102 x 65

Weight (Kg) : 2.5 Approx.
Compressive Strength (N/mm2) : >25
Water Absorption (%) : <13
Efflorescence : Slight.

Color : Rustic Yellow.

Packing Given : Wooden Pallete.

Rustic Brick - Like a handmade.

Nature is for all.

Protect it with our
EARTH FRIENDLY Products.

CLAY BRICKS LASIS FOR

Cn uries




RUSTIC BRICKS

Size (mm) : 220 x 100 x 70

Weight (Kg) : 2.5 Approx.
Compressive Strength (N/mm2) : >7
Water Absorption (%) : <14
Efflorescence : Slight.

Color : Charcoal Black.

Packing Given : Corrugated Box.

Rustic Brick - Like a handmade.

Size (mm) : 220 x 100 x 70

Weight (Kg) : 2.5 Approx.
Compressive Strength (N/mm2) : >7
Water Absorption (%) : <14
Efflorescence : Slight.

Color : Dark Grey.

Packing Given : Corrugated Box.

Rustic Brick - Like a handmade.

Size (mm) : 220 x 100 x 70

Weight (Kg) : 2.5 Approx.
Compressive Strength (N/mm2) : >7
Water Absorption (%) : <14
Efflorescence : Slight.

Color : Black Maroon.

Packing Given : Corrugated Box.

Rustic Brick - Like a handmade.







